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ITALED was conceived by two Italian 
market leaders specialized in realization 
of technological and electronic solutions 
within the industry of architectural lighting, in 
design and product engineering.

ITALED è stata ideata da due aziende leader del 
mercato italiano specializzate nella realizzazione 

di soluzioni tecnologiche ed elettroniche nel 
settore dell’illuminazione architettonica, nel 

design e nell’ingegneria di prodotto.

ITALED is a manufacturer and provider of 
simple yet highly advanced intelligent wise 
LED drivers, controllers, systems interface 
and software for the lighting industry.

ITALED produce e distribuisce LED DRIVER 
altamente tecnologici, moduli per il controllo, 
interfaccie di sistema e software per il settore 

dell’illuminazione.

ITALED REPRESENTS 
THE NEXT GENERATION 
OF TRULY INTELLIGENT 
DRIVER TECHNOLOGY AND 
PRODUCTS.

ITALED RAPPRESENTA LA NUOVA 
GENERAZIONE DI TECNOLOGIE 

E PRODOTTI SMART PER IL 
PILOTAGGIO DEI LED.  
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WHAT WE DO
Highly advanced WISE LED drivers 
as well as innovative COB holder 
with driver included.Open ended 
architecture with control interfaces 
modules and software for all custom 
applications and challenges.

LED Driver altamente evoluti come 
l’innovativo modello di Led Driver 
integrato nel supporto per COB LED. 
L’Architettura è flessibile grazie alle 
moduli di interfacce di controllo e 
al software che consentono tutte le 
personalizzazioni.

HOW
Miniature LED drivers with all the 
benefits of innovative technological 
integration within the luminaire and 
with all LED parameters open ended 
for customizable configuration.

Driver LED miniaturizzati, a vantaggio 
di un’integrazione tecnologica 
innovativa all’interno dell’apparecchio 
di illuminazione, e con tutti i 
parametri funzionali configurabili.

WHEN
Lighting management solutions 
for small projects as well as for 
advanced systems with multiple 
customization of components.
Allowing huge optimization of 
component inventory 

Soluzioni per il controllo della luce 
adatte per piccoli progetti come 
per sistemi avanzati dove è richiesta 
una customizzazione di molteplici 
componenti. Si ottine così un’enorme 
ottimizzazione del catalogo di 
prodotti.

FOR WHO?
Lighting Designers, projects 
specifiers, engineers, manufacturers 
and builders who search
flexibility of lighting management on 
existing projects, new constructions, 
renovations.

Architetti, Designers, Progettisti 
illuminotecnici, ingegneri, produttori e 
costruttori che cercanoflessibilità nella 
gestione dell’illuminazione su progetti 
esistenti, nuovecostruzioni
o ristrutturazioni.

WHY?
The quality of the project depends 
on the customization of the light 
management combined with the 
technical performance of the LED  
Drivers within the lamps.

La qualità del progetto dipende dalla 
caratterizzazione della gestione della 
luce unita alle prestazioni tecniche dei 
LED Driver integrati degli apparecchi.
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ITALED
INTELLIGENT ARCH TECTURE
THE POWER OF CONTROL 

FOR SOMETHING 
SO COMPLEX, IT’S 
QUITE SIMPLE, 
IT’S ITALED.

ITALED’s engineering protocols and 
products allow for the increasingly 
development demands for state of the 
art smart management and control 
systems combined with products in 
the architectural lighting sector.

ITALED’s solutions represent the 
answer to the inevitable evolution of 
miniaturized technologies integrating 
IOT, security, energy saving within 
an exceptionally simple and 
customizable user interface.

I protocolli ingegneristici e i prodotti 
ITALED consentono di soddisfare le 

crescenti richieste di sviluppo di sistemi di 
controllo all’avanguardia e prodotti evoluti 
nel settore dell’illuminazione architettonica.

Le soluzioni ITALED rappresentano la 
risposta all’inevitabile evoluzione delle 

tecnologie miniaturizzate che permettono 
l’integrazione di IOT, sicurezza e 

risparmio energetico con un’interfaccia 
utente eccezionalmente semplice e 

personalizzabile.

PER UNA SFIDA COMPLESSA. 
LA SOLUZIONE È

SEMPLICE, È ITALED.
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ITALED’S WISE RANGE 
OF PRODUCTS ALLOW 
FOR THEM TO BE USED 
IN THE MOST SIMPLE 
AND EFFORTLESS 
MANNER POSSIBLE. 
THE MINIATURE SIZE 
AND THE POWERFUL 
INTELLIGENCE 
COMBINED WITH 
CUSTOMIZABLE 
PARAMETERS 
GUARANTEE INCREASED 
DESIGN FREEDOM

LA VASTA GAMMA DI 
PRODOTTI EVOLUTI ITALED 

NE CONSENTE L’UTILIZZO 
NEL MODO PIÙ SEMPLICE ED 

EFFICACE. LE DIMENSIONI 
MINIATURIZZATE E LA POTENTE 

TECNOLOGIA INSIEME AI 
PARAMETRI PERSONALIZZABILI 

GARANTISCONO UNA MAGGIORE 
LIBERTÀ DI PROGETTAZIONE

ITALED is the control system of the future, because 
today the power of light is measured by how you 
control it.

ITALED è il sistema di controllo del futuro, 
perché oggi l’efficacia della luce si 

misura da come viene gestita. WISE 
LOW VOLTAGE DRIVER, 
CONTROLLER MODULES, 
SOFTWARE

1110
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ITALED
SMALL AND MIGHTY

PERFORMANCE

ITALED REPRESENTS 
THE NEXT GENERATION 
OF THE SMALLEST BUT 
HIGHLY ADVANCED 
INTELLIGENT “ENGINE” 
FOR THE ACHIEVEMENT OF 
MAXIMUM PERFORMANCE 
IN LIGHTING SOLUTIONS.

THE MINIATURIZED 
DIMENSIONS ALLOW 
INTEGRATION WITHIN 
THE LIGHTING FIXTURES 
FOR A MORE VERSATILE, 
HIGH DESIGN PRODUCT 
ENGINEERING IN ALL 
TYPES OF INSTALLATIONS 
INCLUDING RECESSED, 
SPOT, LINEAR AND SYSTEM 
TRACKS.
FURTHERMORE THE 
DRIVERS CAN BE EASILY 
REMOTED AND PLACED 
INSIDE JUNCTION BOX TO 
BE INSTALLED OVER THE 
CEILING FOR RECESSED 
APPLICATION.

ITALED 2020/2021 is a range of high 
performance, miniature, flexible and 
innovative products including low voltage 
(24/48V) “WISE” LED drivers and control 
devices that together make up a special 
programmable architecture with the 
DEVELED SUITE.

Furthermore, the drivers can be easily 
remoted and placed inside technical 
compartments even in the smallest 
spaces.

ITALED 2020/2021 è una gamma di prodotti 
ad alte prestazioni, miniaturizzati, flessibili e 

innovativi che include LED driver EVOLUTI 
a bassissima tensione di sicurezza (24/48V) 

e dispositivi di controllo che costituiscono 
insieme una speciale architettura 

programmabile con DEVELED SUITE.

Inoltre i driver possono essere facilmente 
remotizzati e collocati all’interno di vani 

tecnici anche negli spazi più ridotti.

ITALED RAPPRESENTA LA NUOVA 
GENERAZIONE DEL “MOTORE” 
INTELLIGENTE, COSÌ PICCOLO 

MA ALTAMENTE AVANZATO PER IL 
RAGGIUNGIMENTO DELLE MASSIME 

PRESTAZIONI NELLE SOLUZIONI 
ILLUMINOTECNICHE.

LE DIMENSIONI MINIATURIZZATE 
CONSENTONO L’ INTEGRAZIONE 

ALL’INTERNO DEGLI APPARECCHI DI 
ILLUMINAZIONE PER UN’INGEGNERIA 

DI PRODOTTO PIÙ VERSATILE 
E DI ALTO DESIGN PER TUTTI I 

TIPI DI INSTALLAZIONI TRA CUI 
INCASSI, PROIETTORI SPOT,  STRIP 

E BINARI.INOLTRE I LED DRIVER 
POSSONO ESSERE FACILMENTE 

POSIZIONATI FUORI DAL PRODOTTO 
E INSERITI ALL’ INTERNO DI UNA 

SCATOLA DI DERIVAZIONE PER 
ESSERE INSTALLATI A SOFFITTO IN 

APPLICAZIONI AD INCASSO.
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THE PRODUCT 2020/2021 
RANGE INCLUDES:

THE OMEGA LED 
DRIVERS

THE DLS SOFTWARE 
INTERFACE

THE COMPACT 
CONTROL MODULES

THE DEVELED SUITE 
SOFTWARE

PRODUCTS
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OMEGA DRIVERS
FEATURES AND FUNCTIONALITY

COMPLETE FLEXIBILITY

LED Driver configurations allow for huge 
reduction of warehouse inventory.
The same product code can be used in stand 
alone on/off application, or as part of a 
multiple system architecture using control 
protocols such as 0-10V,1-10V, PWM,DALI, 
Bluetooth, Casambi and other as per client 
requirements.

VERY COMPANY DIMENSIONS

Increased product and project design freedom 
and optimized costs allowing easy assembly 
installation and use.

HIGH PERFORMANCE

Completely customizable and open ended 
configurations with DEVELED SUITE software 
for all functional parameters such as dimming 
curve, thermal protections as well as output 
mode constant current or constant voltage 
with different values. Compatible also with 
many GU5.3 M16 LED Spots.

SAFE

Thermal protection alghoritm allows to preserve 
driver lifetime and high functionality.
With DEVELED SUITE software it is possible to 
set safety thresholds value,  design and check 
the thermal behaviour 
of the LED Driver in the final lighting fixture 
application.

The best solution for all LED lamps with high 
efficiency even at low currents.

COMPLETA FLESSIBILITÀ

Le configurazioni dei LED drivers 
consentono un’enorme riduzione delle 
scorte di magazzino.Lo stesso codice 
di prodotto può essere utilizzato in 
un’applicazione stand-alone on / off 
o come parte di un’architettura di
sistema multiplo utilizzando protocolli 
di controllo come 0-10V, 1-10V, PWM, 
DALI, Bluetooth, Casambi e altri 
secondo i requisiti del cliente.

DIMENSIONI MOLTO COMPATTE
Consentono maggiore libertà di 
progettazione di prodotti e progetti a 
costi ridotti, per facile assemblaggio, 
installazione e utilizzo.

ALTE PRESTAZIONI
Configurazioni aperte completamente 
personalizzabili con software DEVELED 
SUITE per tutti i parametri funzionali 
come la curva di dimmerazione, le 
soglie di protezioni termiche e la 
modalità di pilotaggio in corrente 
costante o tensione costante con valori 
selezionabili. Compatibilità anche con 
molte lampade LED standard GU5.3 
M16.

SICUREZZA
L‘algoritmo di protezione termica 
consente di preservare la durata del 
LED driver e la sua elevata funzionalità.
Con il software DEVELED SUITE è 
possibile impostare il valore delle soglie 
di sicurezza, progettare e verificare 
il comportamento termico del LED 
Driver nell’applicazione finale come 
l’apparecchio di illuminazione.

La migliore soluzione per tutte le 
lampade LED ad alta efficienza anche 
con basso valore di corrente.

OMEGA DRIVERS

OMEGA 35

OMEGA ZIP

SCALE 1:1 MINIATURE DIMENSIONS

One of the smallest on the market.

High-Tech Driver for in-fixture installation 
and remote applications.

Uno dei più piccoli sul mercato.

Driver integrabile in apparecchi 
d’illuminazione o libera installazione.

OMEGA TRACK 20/40

Driver for track lighting.

Driver per adattatore da binario.
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FOR THE WHOLE RANGE

Visual stability for the observer, comfort 
and safety for an always uniform and 
flicker-free light.

Smooth and efficient dimming 
from 0 to 100%

Stabilità visiva per l’osservatore, comfort e 
sicurezza per una luce sempre uniforme e 
priva di sfarfallio.

Regolazione continua e graduale 
da 0 al 100% 
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OMEGA 35 ON BOARD

OMEGA TRACK ON TRACK ADAPTER

POWER 
SUPPLY NOT 
INCLUDED

COMPACT CONTROLLER
0-10V/1-10V/PWM 
DALI
BLUETOOTH Mesh 
CASAMBI 
Other interfaces on request
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APPLICATION

OMEGA ZIP ON BOARD OR REMOTE

24/48Vdc

24/48Vdc

48Vdc

24/48Vdc

DALI0-10V 1-10V PWMDALI0-10V 1-10V PWM
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OMEGA 35 ON BOARD

OMEGA TRACK ON BOARD

VERY 
COMPACT 
DIMENSIONS
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OMEGA 35  XXXX

24/48V

OMEGA Ø35MM IS A LED DRIVER 
DC / DC, WITH 24 / 48V INPUT 
VOLTAGE, CONSTANT CURRENT 
OUTPUT POWER. SUITABLE FOR 
COBS LEDS, TO BE INTEGRATED 
IN LIGHTING FIXTURES SUCH AS 
RECESSED SPOTLIGHTS, CEILING, 
WALL, SUSPENSION OR TRACK.

OMEGA Ø35MM È UN LED DRIVER DC/
DC, CON ALIMENTAZIONE DI USCITA 
A CORRENTE COSTANTE 24/48V PER 
LED COBS INTEGRATI IN APPARECCHI 
DI ILLUMINAZIONE COME FARETTI 
AD INCASSO, PLAFONE, PARETE, 
SOSPENSIONE O BINARIO.

• Wise Programming with SW DEVELED SUITE
• Standard safety: UL 8750 - UL 1310 - UL 8754 - EN 61347-1 - EN 61347-2-13
• Standard EMC: EN 55015 - FCC part 15, EN 61547

• Programmazione intelligente con SW DEVELED SUITE
• Standard sicurezza: UL 8750 - UL 1310 - UL 8754 - EN 61347-1 - EN 61347-2-13
• Standard EMC: EN 55015 - FCC part 15, EN 61547

33

13.8

track 40 dali

track 40

125.0

14.5

Ø4.0

90°

11.3

125.0

14.5

Ø4.0

90°

11.3

0-10V

OMEGA 35

codice

Requires The Compact Controller Module (to be ordered separately) pgg. xx
Necessita del Compact Controller Module (da ordinare separatamente) pag. xx

TECHNICAL DATA 
CARATTERISTICHE TECNICHE

Nominal Vin voltage range      48VDC
SELV and US NEC class 2: Isolated output

     24VDC
SELV and US NEC class 2: Isolated output

Maximum Input Voltage 56V
(not recommended) 

   25,5V
(not recommended) 

Power  20W 10W           

Efficiency > 90% @ full load > 90% @ full load

Output Current 100mA ÷ 500mA 
(configurable with SW “DEVELED SUITE“)

100mA ÷ 500mA 
(configurable with SW “DEVELED SUITE“)

Output current tolerance ±2% of nominal setting ±5% including temperature variations  ±2% of nominal setting ±5% including temperature variations

Output voltage range 8-39Vdc 2.5-20Vdc

Stand Alone Dimming 
(not isolated)

• 0-10V/1-10V/PWM/Push-Dim
• 100kOhm typical Potentiometer Compatibility
• Digital control

With External 
Compact Controller Module 
(isolated)

• 0-10V/1-10V/PWM/Push-Dim
(Compliance with New Edition of UL 8750 and Supplement SF-Led Equipment with wired control circuits)
• DALI
• BLUETOOTH Mesh (Bluetooth Low Energy v4.2, IEEE 802.15.4)
• CASAMBI
Other interfaces on request

• Emergency compact controller Module for Emergency light function (on request)

STAND ALONE SOLUTION - POTENTIOMETER 
SOLUZIONE PRODOTTO SINGOLO - con POTENZIOMETRO

STAND ALONE - PUSH-DIM
SOLUZIONE PRODOTTO SINGOLO  – con  PUSH-DIMMER

OMEGA 35 
ON BOARD

OMEGA 35 
ON BOARD

100KΩ

+

+

-

-

BUS +

BUS +

GRID
POWER SUPPLY 
NOT INCLUDED 
24/48VDC

GRID

C.C

POWER SUPPLY 
NOT INCLUDED 
24/48VDC

DALI0-10V 1-10V PWM

24 25

YEAR
GUARANTEE



OMEGA ZIP XXXX

SMALL AND COMPACT LED 
DRIVER, FOR CONSTANT VOLTAGE, 
CONSTANT CURRENT AND GU5.3 LED 
APPLICATIONS ALL IN ONE.
IDEALLY SUITED FOR IN FIXTURE 
INSTALLATION, LEADING LO LESS 
CABLING, IMPROVING COST SYSTEM. 
ALSO IT CAN BE INSTALLED OUTSIDE 
THE PRODUCT IN JUNCTION BOX.

DRIVER LED PICCOLO E COMPATTO, PER 
APPLICAZIONI A TENSIONE COSTANTE, 
CORRENTE COSTANTE E LAMPADINE GU5.3 LED 
TUTTO IN UNO.  IDEALE PER L’INSTALLAZIONE 
INTEGRATA IN APPARECCHI D’ILLUMINAZIONE, 
PUÒ ESSERE INSTALLATO ANCHE REMOTO IN 
SCATOLA DI DERIVAZIONE.
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13.8

track 40 dali

track 40

track 20

125.0

14.5

Ø4.0

90°

11.3

125.0

14.5

Ø4.0

90°

11.3

• Compatible with GU5,3 LED, spot (SORAA VIVID; PHILIPS MASTER, LTF  SUNLIGHT2, MEGAMAN)
• Wise Programming with SW DEVELED SUITE
• Standard safety: UL 8750 - EN 61347-1 - EN 61347-2-13 (certification pending)
• Standard EMC: EN 55015 - FCC part 15, EN 61547

• Lampade GU5,3 LED, spot (SORAA VIVID; PHILIPS MASTER, LTF  SUNLIGHT2, MEGAMAN)
• Programmazione intelligente con SW DEVELED SUITE
• Standard sicurezza: UL 8750 - EN 61347-1 - EN 61347-2-13 (certificazione in corso)
• Standard EMC: EN 55015 - FCC part 15, EN 61547

24/48V COMPATIBLE WITH GU5,3 LED 

Requires The Compact Controller Module (to be ordered separately) pgg. xx
Necessita del Compact Controller Module (da ordinare separatamente) pag. xx

TECHNICAL DATA 
CARATTERISTICHE TECNICHE

CONSTANT CURRENT COSTANT VOLTAGE GU5.3

Vin rated voltage 22V-55Vdc Vin rated voltage 22V-55Vdc Vin rated voltage 22V-55Vdc

Power 0 ÷ 40W Power 0 ÷ 40W Power 0 ÷ 12W

I out (SW Config) 100 ÷ 1050mA V out (SW Config) 12/24Vdc V out (SW Config) 12Vdc

Efficiency 94% Efficiency 94% Efficiency 94%

Stand Alone Dimming 
(not isolated)

• 0-10V/1-10V/PWM/Push-Dim
• 100kOhm typical Potentiometer Compatibility
• Digital control

With External 
Compact Controller 
Module (isolated)

• 0-10V/1-10V/PWM/Push-Dim
(Compliance with New Edition of UL 8750 and Supplement SF-Led Equipment with wired control circuits)
• DALI
• BLUETOOTH Mesh (Bluetooth Low Energy v4.2, IEEE 802.15.4)
• CASAMBI
Other interfaces on request

• Emergency compact controller Module for Emergency light function (on request)

STAND ALONE SOLUTION - POTENTIOMETER 
SOLUZIONE PRODOTTO SINGOLO - con POTENZIOMETRO

STAND ALONE - PUSH-DIM
SOLUZIONE PRODOTTO SINGOLO  – con  PUSH-DIMMER

OMEGA ZIP 
ON BOARD

OMEGA ZIP 
ON BOARD

OMEGA ZIP 
REMOTE

OMEGA ZIP 
REMOTE

100KΩ

+

+

-

-

BUS +

BUS +

GRID

GRID

0,1%
100.000H

POWER SUPPLY 
NOT INCLUDED 
24/48VDC

POWER SUPPLY 
NOT INCLUDED 
24/48VDC

C.C C.V

DALI0-10V 1-10V PWM

26 27
OMEGA ZIP

codice YEAR
GUARANTEE
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OMEGA TRACK 20 XXXX

DC-DC TRACK DRIVER IS AN 
ELECTRONIC DRIVER FOR 
TRACK LIGHTING, FEATURING 
CONSTANT CURRENT 
OUTPUT.
DRIVER FOR BUILT IN USE, 
ULTRA COMPACT SIZE, 
COMPATIBLE WITH 48V 
STUCCHI TRACK ADAPTER 
SERIES 9500.

DRIVER DC-DC DI DIMENSIONI 
ULTRA COMPATTE INTEGRABILE 
NELL’ADATTATORE DA BINARIO,CON 
ALIMENENTAZONE IN USCITA A 
CORRENTE COSTANTE. COMPATIBILE 
CON L’ADATTATORE STUCCHI 48V 
TRACK ADAPTER SERIE 9500.

COMPATIBLE WITH 48V 
STUCCHI TRACK ADAPTER SERIES 9500

• Wise Programming with SW DEVELED SUITE
• Standard safety: UL 8750 - UL1310 - EN 61347-1 - EN 61347-2-13
• Standard EMC: EN 55015 - FCC part 15, EN 61547

• Programmazione intelligente con SW DEVELED SUITE
• Standard sicurezza: UL 8750 - UL1310 - EN 61347-1 - EN 61347-2-13
• Standard EMC: EN 55015 - FCC part 15, EN 61547

Requires The Compact Controller Module (to be ordered separately) pgg. xx
Necessita del Compact Controller Module (da ordinare separatamente) pag. xx

TECHNICAL DATA 
CARATTERISTICHE TECNICHE

Vin voltage range 48Vdc ±5%

Output Power 0 ÷ 20W

Efficiency > 90% @ full load

Output Current 5mA - 500mA (configurable with SW “DEVELED SUITE“)

Output current tolerance ±3% including temperature variations

Output voltage range 9 ÷ 40V @ Pout max

Stand Alone Dimming 
(not isolated)

• 0-10V/1-10V/PWM/Push-Dim
• 100kOhm typical Potentiometer Compatibility
• Digital control

With External 
Compact Controller Module (isolated)

• 0-10V/1-10V/PWM/Push-Dim
(Compliance with New Edition of UL 8750 and Supplement SF-Led Equipment with wired 
control circuits)
• DALI
• BLUETOOTH Mesh (Bluetooth Low Energy v4.2, IEEE 802.15.4)
• CASAMBI
Other interfaces on request

• Emergency compact controller Module for Emergency light function (on request)

STAND ALONE SOLUTION - POTENTIOMETER 
SOLUZIONE PRODOTTO SINGOLO - con POTENZIOMETRO

STAND ALONE - PUSH-DIM
SOLUZIONE PRODOTTO SINGOLO  – con  PUSH-DIMMER 

OMEGA TRACK 
ON ADAPTER

OMEGA TRACK 
ON ADAPTER

100KΩ

+

+

-

-

BUS +

BUS +

GRID

GRID

C.C

POWER SUPPLY
NOT INCLUDED 

48VDC

POWER SUPPLY
NOT INCLUDED 

48VDC

DALI0-10V 1-10V PWM

28 29
OMEGA TRACK 20
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OMEGA TRACK 40 XXXX

DC-DC TRACK DRIVER IS 
AN ELECTRONIC DRIVER 
FOR TRACK LIGHTING, FOR 
CONSTANT VOLTAGE, CONSTANT 
CURRENT AND GU5.3 LED 
APPLICATIONS ALL IN ONE.
DRIVER FOR BUILT IN USE, ULTRA 
COMPACT SIZE, COMPATIBLE 
WITH 48V STUCCHI TRACK 
ADAPTER SERIES 9500.

DRIVER DC-DC DI DIMENSIONI 
ULTRA COMPATTE INTEGRABILE 
NELL’ADATTATORE DA BINARIO,CON 
ALIMENENTAZONE IN USCITA A 
CORRENTE COSTANTE E LAMPADINE 
GU5.3 LED TUTTO IN UNO. COMPATIBILE 
CON L’ADATTATORE STUCCHI 48V TRACK 
ADAPTER SERIE 9500. 

COMPATIBLE WITH 48V 
STUCCHI TRACK ADAPTER SERIES 9500

Requires The Compact Controller Module (to be ordered separately) pgg. xx
Necessita del Compact Controller Module (da ordinare separatamente) pag. xx

OMEGA TRACK 40

• Compatible with GU5,3 LED, spot (SORAA VIVID; PHILIPS MASTER, LTF  SUNLIGHT2, MEGAMAN)
• Wise Programming with SW DEVELED SUITE
• Standard safety: UL 8750 - EN 61347-1 - EN 61347-2-13 (certification pending)
• Standard EMC: EN 55015 - FCC part 15, EN 61547

• Lampade GU5,3 LED, spot (SORAA VIVID; PHILIPS MASTER, LTF  SUNLIGHT2, MEGAMAN)
• Programmazione intelligente con SW DEVELED SUITE
• Standard sicurezza: UL 8750 - EN 61347-1 - EN 61347-2-13 (certificazione in corso)
• Standard EMC: EN 55015 - FCC part 15, EN 61547

STAND ALONE SOLUTION - POTENTIOMETER/ON BOARD TRIMMER 
SOLUZIONE PRODOTTO SINGOLO - con POTENZIOMETRO/TRIMMER INTEGRATO

STAND ALONE - PUSH-DIM
SOLUZIONE PRODOTTO SINGOLO  – con  PUSH-DIMMER 

OMEGA TRACK 
ON ADAPTER

OMEGA TRACK 
ON ADAPTER

100KΩ

+

+

-

-

BUS +

BUS +

GRID

GRID

TECHNICAL DATA 
CARATTERISTICHE TECNICHE

CONSTANT CURRENT COSTANT VOLTAGE GU5.3

Vin rated voltage 22V-55Vdc Vin rated voltage 22V-55Vdc Vin rated voltage 22V-55Vdc

Power 0 ÷ 40W Power 0 ÷ 40W Power 0 ÷ 12W

I out (SW Config) 100 ÷ 1050mA V out (SW Config) 12/24Vdc V out (SW Config) 12Vdc

Efficiency 94% Efficiency 94% Efficiency 94%

Stand Alone Dimming 
(not isolated)

• 0-10V/1-10V/PWM/Push-Dim
• 100kOhm typical Potentiometer Compatibility
• Digital control

With External 
Compact Controller 
Module (isolated)

• 0-10V/1-10V/PWM/Push-Dim
(Compliance with New Edition of UL 8750 and Supplement SF-Led Equipment with wired control circuits)
• DALI
• BLUETOOTH Mesh (Bluetooth Low Energy v4.2, IEEE 802.15.4)
• CASAMBI
Other interfaces on request

• Emergency compact controller Module for Emergency light function (on request)

C.V 0,1%
100.000H

POWER SUPPLY
NOT INCLUDED 

48VDC

POWER SUPPLY
NOT INCLUDED 

48VDC

C.C

DALI0-10V 1-10V PWM

30 31

codice
YEAR
GUARANTEE

On Boar Trimmer
for dimming

125.0

14.5

Ø4.0

90°

11.3

sostituire con foto nuova



OMEGA TRACK 40
DALI ON BOARD

DC-DC TRACK DRIVER IS 
AN ELECTRONIC DRIVER 
FOR TRACK LIGHTING, FOR 
CONSTANT VOLTAGE, CONSTANT 
CURRENT AND GU5.3 LED 
APPLICATIONS ALL IN ONE.
DRIVER FOR BUILT IN USE, ULTRA 
COMPACT SIZE, COMPATIBLE 
WITH 48V STUCCHI TRACK 
ADAPTER SERIES 9500.

DRIVER DC-DC DI DIMENSIONI 
ULTRA COMPATTE INTEGRABILE 
NELL’ADATTATORE DA BINARIO,CON 
ALIMENENTAZONE IN USCITA A 
CORRENTE COSTANTE E LAMPADINE 
GU5.3 LED TUTTO IN UNO. COMPATIBILE 
CON L’ADATTATORE STUCCHI 48V TRACK 
ADAPTER SERIE 9500. 

COMPATIBLE WITH 48V 
STUCCHI TRACK ADAPTER SERIES 9500

OMEGA TRACK 40

• Compatible with GU5,3 LED, spot (SORAA VIVID; PHILIPS MASTER, LTF  SUNLIGHT2, MEGAMAN)
• Wise Programming with SW DEVELED SUITE
• Standard safety: UL 8750 - EN 61347-1 - EN 61347-2-13 (certification pending)
• Standard EMC: EN 55015 - FCC part 15, EN 61547

• Lampade GU5,3 LED, spot (SORAA VIVID; PHILIPS MASTER, LTF  SUNLIGHT2, MEGAMAN)
• Programmazione intelligente con SW DEVELED SUITE
• Standard sicurezza: UL 8750 - EN 61347-1 - EN 61347-2-13 (certificazione in corso)
• Standard EMC: EN 55015 - FCC part 15, EN 61547

STAND ALONE - PUSH-DIM
SOLUZIONE PRODOTTO SINGOLO  – con  PUSH-DIMMER 

OMEGA TRACK 
ON ADAPTER

+
-

BUS +

GRID

TECHNICAL DATA 
CARATTERISTICHE TECNICHE

CONSTANT CURRENT COSTANT VOLTAGE GU5.3

Vin rated voltage 22V-55Vdc Vin rated voltage 22V-55Vdc Vin rated voltage 22V-55Vdc

Power 0 ÷ 40W Power 0 ÷ 40W Power 0 ÷ 12W

I out (SW Config) 100 ÷ 1050mA V out (SW Config) 12/24Vdc V out (SW Config) 12Vdc

Efficiency 94% Efficiency 94% Efficiency 94%

Stand Alone Dimming 
(not isolated)

• 0-10V/1-10V/PWM/Push-Dim
• 100kOhm typical Potentiometer Compatibility
• Digital control

With External 
Compact Controller 
Module (isolated)

• 0-10V/1-10V/PWM/Push-Dim
(Compliance with New Edition of UL 8750 and Supplement SF-Led Equipment with wired control circuits)
• DALI
• BLUETOOTH Mesh (Bluetooth Low Energy v4.2, IEEE 802.15.4)
• CASAMBI
Other interfaces on request

• Emergency compact controller Module for Emergency light function (on request)

C.V 0,1%
100.000H

POWER SUPPLY
NOT INCLUDED DALI 

48VDC

C.CYEAR
GUARANTEE

32 33

125.0

14.5

Ø4.0

90°

11.3

sostituire con foto nuova



COMPACT CONTROLLER
MODULE XXXX

ELECTRONIC INTERFACE 
FOR CONTROL UP TO 
32 DC-DC DRIVER.
COMPLIANCE WITH NEW 
EDITION OF UL 8750 AND 
SUPPLEMENT SF-LED 
EQUIPMENT WITH WIRED 
CONTROL CIRCUITS.

È UN’INTERFACCIA ELETTRONICA 
PER IL CONTROLLO DI LED 
DRIVER DC-DC FINO A 32 UNITÀ. 
E’ CONFORME ALLA NUOVA 
EDIZIONE DELLA UL 8750 E 
SUPPLEMENT SF- LED EQUIPMENT 
WITH WIRED CONTROL CIRCUITS.

INTERFACE OF CONTROL

33

13.8

track 40 dali

track 40

track 20

125.0

14.5

Ø4.0

90°

11.3

125.0

14.5

Ø4.0

90°

11.3

.00 .01 .02 .03

DALI

0-10V

1-10V

PWM

.04

YEAR
GUARANTEE

TECHNICAL DATA 
CARATTERISTICHE TECNICHE

Vin voltage 24/48Vdc

Vout voltage 24/48Vdc

Max N°drivers Connected
32 (cod. .00/.01) 
16 (cod. .02/.03)

Working Temperature -25°C ÷ 50°C

Storage Temperature 40° ÷ +80°C; 10 ÷ 95%RH

Versions

• 0-10V/1-10V/PWM/Push-Dim
(Compliance with New Edition of UL 8750 and Supplement SF-Led Equipment with wired 
control circuits)
• DALI
• BLUETOOTH Mesh (Bluetooth Low Energy v4.2, IEEE 802.15.4)
• CASAMBI
Other interfaces on request

• Emergency compact controller Module for Emergency light function (on request).

ARCHITECTURE
ARCHITETTURA

OMEGA 35 
ON BOARD

OMEGA 35 
ON BOARD

BUS +

BUS +

OMEGA TRACK 
ON ADAPTER

OMEGA TRACK 
ON ADAPTER

MAX N.32 NODES

MAX N.16 NODES

OMEGA ZIP 
ON BOARD

OMEGA ZIP 
ON BOARD

+

+

-

-

GRID

GRID

DALI0-10V 1-10V PWM

POWER SUPPLY 
NOT INCLUDED 
24/48VDC

POWER SUPPLY 
NOT INCLUDED 
24/48VDC

34 35
COMPACT CONTROLLER MODULE

codice



DLS INTERFACE
DELEVED SUITE XXXX

FULL PROGRAM
AND CONFIGURATION 
USING PC AND INTERFACE

PROGRAMMABILITÀ E 
CONFIGURAZIONE USANDO IL PC E 
L’INTERFACCIA

track 40 dali

track 20

125.0
Ø4.0

11.3

0

11.3

• Set any constant Iout value from the Nominal Range;
• Select Linear or Logarithm dimming curve;
• Select Dimming Protocol
• Set Fade Time value
• Set Minimum Dimming Iout Value;
• Set Thermal Thresholds of Thermal Protection Algorithm;
• Read tc Realtime Temperature;
• Read SN, FW/HW version, OEM
• It is possible to create and download custom configuration profile

• Impostare un qualsiasi valore Iout costante dal campo nominale
• Selezionare la curva di dimmerazione lineare o logaritmica
• Selezionare il protoccollo di dimmerazione
• Impostare il valore del tempo di dissolvenza
• Impostare il valore minimo di dimmerazione
• Impostare le soglie termiche dell’algoritmo di protezione termica
• Leggi tc Realtime Temperature
• Leggi SN, versione FW / HW, OEM
• È possibile creare e scaricare un profilo di configurazione personalizzato

SOFTWARE FOR SMART CONFIGURATION

YEAR
GUARANTEE

USB
cable

+

-
GRID

PROGRAMMABLE TOOL SW – DEVELED SUITE
CONFIGURAZIONE DEVELED SUITE

THERMAL PROTECTION LIMIT ALGORITHM 

This special Algorithm define five zones of functionality. 
For each zone it is defined an operating Tc temperature and a Dimming level.
When the Tc is out of the tolerance zone, this Algorithm can reduce the dimmer level to restablish the tolerance 
zone and preserving the product life.
It is possible to set the Rise and Fall time and the tolerance timings for each zone.

ALGORITMO DEL LIMITE DI PROTEZIONE TERMICA

Questo speciale algoritmo definisce cinque zone di funzionalità.
Per ogni zona è definita una temperatura Tc di funzionamento e un livello di Dimming.
Quando il Tc è fuori dalla zona di tolleranza, questo algoritmo può ridurre il livello del dimmer per ristabilire 
la zona di tolleranza e preservare la vita del prodotto.
È possibile impostare il tempo di salita e discesa e i tempi di tolleranza per ciascuna zona.

POWER SUPPLY 
NOT INCLUDED 
24/48VDC

36 37
DLS INTERFACE DELEVED SUITE 

codice



PICTOGRAMS

Degree of protection
Grado di Protezione

Smooth dimming from 100% to 0.4%
Dimmer dal 100% allo 0.4% del valore 
nominale di intensità

Smooth dimming from 100% to 0.1%
Dimmer dal 100% allo 0.1% del valore 
nominale di intensità

Protection against overheating
Protezione dal sovrariscaldamento

Protection against short circuits and 
overloads
Protezione da sovraccarichi e cor-
tocircuiti

Product’s Typical Liftime
Vita media del prodotto

Protection against solid bodies with 
dimensions greater than 12mm
Protetto contro la penetrazione di corpi 
solidi di dimensionsi superiori a 12mm

Compatible with Gu5,3 Led, Spot
(Soraa Vivid; Philips Master, 
Ltf Sunlight 2, Megaman)
Compatibile con Gu5,3 Led, Spot 
(Soraa Vivid; Philips Master,
Ltf Sunlight2, Megaman)

C.C Costant Current
Corrente Continua

C.V Costant Voltage
Tensione Costante

100.000H

0,1%

IES PROGRESS REPORT Recognized
Riconoscimento nell’IES PROGRESS REPORT

38 39






